
INSTALLATION STEPS: Single-Handle Tub & Shower Faucet

Cleaning:
To maintain and protect the fine luster of all products, clean with a soft, damp cloth
only. DO NOT USE detergents or cleaners as they may harm the protective finish.

INSTALLATION

Model Number: 3552603 / 3552600

Tools:
Adjustable Wrench

Groove Joint Pliers

Pipe Wrench

Screwdriver

Thread Sealant Tape

Basin Wrench

Thermometer

Preparing for Installation:
A. Shut off the water supply to the tub and shower.
B. Verify that the hole sizes and positions of the
holes in the wall are correct:
 i. The shower and tub spout outlet holes should be
    1-1/4" diameter.
 ii. The valve access hole dimensions should be
     6" diameter.
 iii. The recommended valve depth to the finished
     wall is 2-1/8" to 3". 
C. Ensure that the valve body (1) cover is flush with
the finished exterior surface of the wall. Position the
valve body (1) correctly in the wall with the side
marked "UP" pointing up. The 8" minimum from
the valve body (1) to the tub spout is required for
proper operation.

Removing the Plaster Guard:
Unscrew the screws (1) and remove the plaster
guard (2).

Tub and Shower Outlet Connections:
Wrap thread sealant tape (not included) around
the pipe threads in a clockwise direction as shown.
Connect the hot and cold water supply lines (1, not
included), the shower outlet pipe (2, not included),
and tub outlet pipe (3, not included) by threading
them into the valve body (4) in a clockwise
direction.
Tighten the pipes to the valve body (4) with a pipe
wrench (not included). Connect the pipe elbows (5,
not included) to the end of the shower outlet and
tub outlet pipes.
NOTE: a. Be sure to position the body (4) correctly
in the wall with the markings "UP" facing upward.
    b. The hot water supply lines go into the H inlet
and the cold water supply lines go into the C inlet.
    c. Do not use PEX or CPVC between the valve
and spout.

Back-to-Back Installation:
If the hot and cold inlets are reversed (hot on
right and cold on left), remove the screw (1),
inverter (2), sleeve (3), and bonnet (4) from the
valve body (5) with reversed supply connections.
Rotate the cartridge (6) 180°, so that H appears on
the right. Install the cartridge, making sure that
the key is fully engaged with the slot in the valve
body (5). Slide the bonnet (4) over the cartridge
(6) and thread it onto the valve body (5).
Hand-tighten securely. Reassemble the sleeve
(3), inverter (2), and screw (1). If you are not
making a reverse or back-to-back installation,
skip this step and continue with step 5.
NOTE: Never install the valve body (5) upside
down!
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Shower-Only Outlet Connections:
Wrap thread sealant tape (not included) around
the pipe threads in a clockwise direction.
Connect the hot and cold water supply lines (1,
not included) and the shower outlet pipe (2, not
included) to the valve body (3) in a clockwise
direction. Tighten the pipes to the valve body (3)
with a pipe wrench (not included). Wrap thread
sealant tape around the threads of the plug (4)
and insert it into the bottom outlet (5). Connect
the pipe elbows (6, not included) to the end of
the shower outlet pipe.
NOTE: a. Be sure to position the body (3)
correctly in the wall with the markings "UP"
facing upward.
    b. The hot water supply lines go into the H
inlet and the cold water supply lines go into the
C inlet.
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Flushing the Water Outlets and Checking for Leaks:
Place the handle (1) on the valve body (2)
inverter and turn the handle (1) to the full "on"
mixed position. Turn on the hot and cold water

 supply lines and allow the water to flow from the
outlets for one minute or until all foreign matter

 has been flushed out. Check for leaks. Shut off
the water at the faucet and supply lines. Remove
the handle (1).

5.

Installing the Shower Arm:
Insert the long end of the shower arm (1) through
the shower flange (2) and wrap thread sealant
tape (not included) around the long end of the
shower arm (1) in a clockwise direction as
shown. Install the long end of the shower arm (1)
into the pipe elbow inside the wall. Carefully
tighten the shower arm (1) with a clean strap
wrench. Do not overtighten. Wrap thread sealant
tape around the pipe threads of the tub spout
outlet (3, not included) in a clockwise direction as
shown. Connect the tub spout outlet pipe (the tub
spout outlet pipe should project 1-1/2" to 2-1/2" 
from the finished wall) to the lower pipe elbow (4,
not included). Tighten the elbow and tub spout
outlet pipe connections with a strap wrench.

7.Installing the Plaster Guard:
Place the plaster guard (1) onto the valve body
(2) and secure with the screws (3).
NOTE: Be sure to position the plaster guard (1)
correctly onto the valve body (2) with the side
marked "SHOWER" facing upward.
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Removing the Plastic Cap:
Before installing the escutcheon, remove the
plastic cap (1) from the valve body (2) by
twisting the cap in a clockwise direction when
the depth distance (which is measured from
the center of the shower outlet to the finished
wall surface) is 2-1/2" to 3". Or, unscrew
the screws (3) and remove the plaster guard
(4) when the depth distance (which is
measured from the center of the shower

 outlet to the finished wall surface) is 2-1/8" 
to 2-1/2".
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11. Adjusting the Temperature:
B. Adjusting the desired maximum water
temperature:
Remove the valve body trim. Remove the red
limit stop ring from the cartridge assembly.
For colder water, adjust the temperature limiter in
a counter-clockwise direction as shown.
For hotter water, adjust the temperature limiter in
a clockwise direction as shown.
Reinstall the trim.
NOTE: A thermometer can be held in the running
water to aid in reaching the desired water
temperature.

Installing the Tub Spout:
Place the tub spout (1) onto the
quick connection until the spout becomes
flush with the finished wall. Tighten screw
(2) with an Allen wrench (Hex: 3.97mm).
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10. Adjusting the Temperature:
A. Removing the sleeve and inverter:
Unscrew the sleeve (1) from the valve body (2).
Unscrew the screw (3) from the inverter, and then
remove the inverter (4) from the valve body (2).

red limit stop ring

hotter

colder

cartridge assembly

13. Installing the Escutcheon and Handle:
Install the escutcheon (1) onto the valve body
(2) using the escutcheon screws (3). Place the
handle (4) onto the valve body (2) and
tighten with set screw (5). 
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Adjusting the Temperature:
C. Reinstalling the inverter and sleeve:
Place the inverter (1) onto the valve body (2),
rotate the inverter (1) with notch facing down and
screw the screw (3) onto the valve body (2). Screw
the sleeve (4) onto the valve body (2).
NOTE: Rotate the cartridge stem (5) clockwise to
turn off the water before you install the handle.
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14. 15. Installing the Showerhead:
Attach the showerhead (1) to the shower arm
(2). Carefully tighten the showerhead (1) with a
clean strap wrench.

Checking for Leaks:
Turn the handle (1) to the full "on" mixed position.
When the valve body (2) is turned on, water
normally flows through the tub spout (3). To
activate the shower, turn the valve on and pull the
knob (4) up. Hold the knob (4) until the water
flows continuously from the shower arm (5).
Check for leaks. Shut off the water at the faucet
and supply lines.
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Adjusting the temperature
A. Removing the sleeve and inverter
Unscrew the sleeve (1) from the valve body (2).
Unscrew the screw (3) from the inverter (4), and
then remove the inverter (4) from the valve body
(2).
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Parts List
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