
PLEASE READ THESE 
INSTRUCTIONS CAREFULLY 
AND SAVE THEM, AS YOU MAY 
NEED THEM AT A LATER DATE.

WARNING: Failure to install and 
wire fixture in accordance with the 
National Electrical Codes (NEC), all 
applicable Federal, State and Local 
electrical codes, as well as Specific 
U.L. safety standards for the 
intended working environment 
(location/application) may cause 
serious personal injury, death and/or 
property damage. This product must 
be installed by a person familiar with 
the construction and operation of the 
product and the hazards involved.

CAUTION: TURN OFF POWER 
FROM THE MAIN CIRCUIT 
BEFORE INSTALLING FIXTURE. 
Make sure fixture is grounded per 
National Electrical Codes (NEC).

Caution: These fixtures are 
intended to be mounted to a metal 
outlet box. The box must be directly 
supported by the building structure. 
This fixture is suitable for damp and 
dry location. This is not a wet 
location fixture

Important Note: The safeguards 
and instructions appearing in this 
page, are not meant to cover all 
possible conditions and situations 
that may occur. It may be 
understood that common sense, 
cautions and care are factors, which 
cannot be built into any product. The 
person(s) installing, operation and 
responsible for the light fixture, must 
execute these factors.
 
Warning: For use on 120V 60Hz 
circuits only. Risk of fire and 
electrical shock. Most dwellings built 
before 1985 have supply wires rated 
60 degrees c. Consult a qualified 
electrician before installing. If supply 
wires are located within 3 inches to 
the ballast use wires rated at least 
90 degrees C.

ASSEMBLY AND INSTALLATION:

TURN OFF POWER FROM THE MAIN CIRCUIT BEFORE INSTALLING 
FIXTURE.

1. To help prevent the possibility of electrical shock it is recommended to use rubber 
sole shoes.

2. Exercise care when handling the fixture to avoid cuts or abrasions.

3. Electrical connections, attach the green or bare copper wire to the ground screw 
on the cross bar. (Ground must be securely attached or unit may not work properly) 
Connect white supply wire to white fixture wire, cover the wires with wire nut/or twist 
wires together and cover really well with Electrical tape. Connect black supply wire 
to black fixture wire, cover the wires with wire nut/or twist wires together and cover 
really well with Electrical tape. Make sure on both connections no wires are 
exposed at all. Push connected wires back into electrical box.

4. Turn a Nipple (provided) to the Mounting Strip (provided), leave about one inch 
thread for mounting  fixture. Turn a Hex Nut (provided) on the back side of the 
Nipple to tighten the nipple. 

5. Turn Mounting Screws through the oval holes of the Mounting Strip to the Outlet 
Box. Tighten the screws.  Cover the Fixture Body to Mounting Strip, Nipple comes 
through the middle round hole of fixture. Turn a Nut (provided) on the Nipple and 
tighten it.

6. Carefully slide the Glass Lens in from the top of fixture.

7. Turn power on.
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INSTALLATION INSTRUCTION MANUAL

This LED fixture uses dimmable driver (#QTD-440D2440-H120D20).
Please refer to the Luminance website luminance.us.com for list of compatible drivers.

If you want to dim the fixture,the applied dimmer which is made from 
Leviton#IPI06&6631 OR Lutron#DVCL-153-PL&S-600P

Luminance
1945 S Tubeway Ave Commerce CA 90040

Tel#800-777-4440


